
The Skid-Mount can be ordered with a TopLoader 
option that turns the mixer into an All-in-One 
Batch Plant.

The Skid-Mount options can also include weigh 
cells for those who need exact recipes

SKID MOUNTED CONCRETE MIXERS

TOP-LOADER OPTION

This Skid-Mount Mixer uses the same proven mixing technology as the Cart-Away Concrete Mixing 
Trailers. Simple and compact design has been a Cart-Away tradition since 1993. These mixers are mounted 
on a steel frame that allows you to choose your mounting application. Set it on the ground, or on a 
platform, or move it around with a forklift, or mount it on a truck/trailer. Two sizes are available: 1.34 m3 
or 1m3  mixing capacity.

A simple control panel allows the drum to spin in two directions and tilt to dispense. Powered by Gas 
(standard), Diesel, or Electric driven hydraulics.

BUILT TO LAST BY



SKID MOUNTED CONCRETE MIXERS

SPECIFICATIONS

1 CUBIC METRE MIXER 1.34 CUBIC METRE MIXER

• 1-3/4-yard mixing capacity
• Precision rotating drum
• Powder-coated
• 13 HP Honda Engine
• Auburn Heavy Duty Gearbox
• Ross Hyd. Motor
• GearSaver Control Knob for gearbox safety
• Uni-body Hydraulic Valve
• Tubular A36 Structural Steel
• Fork Pockets
• 8GPM Hydraulic Pump
• Steel reinforced hyd. Pressure Lines
• Dimensions: 12’1” L x 4’ W x 6’ 9” H
• Empty Weight: 2450lbs
• Optional TopLoader Conveyor
• Optional Diesel or Electric
• Optional Remote Controls

• 1-1/4-yard mixing capacity
• Precision rotating drum
• Powder-coated
• 11 HP Honda Engine
• Auburn Heavy Duty Gearbox
• Ross Hyd. Motor
• GearSaver Control Knob for gearbox safety
• Uni-body Hydraulic Valve
• Tubular A36 Structural Steel
• Fork Pockets
• 8GPM Hydraulic Pump
• Steel reinforced hyd. Pressure Lines
• Dimensions: 12’1” L x 4’ W x 6’ 9” H
• Empty Weight: 2250lbs
• Optional TopLoader Conveyor
• Optional Diesel or Electric
• Optional Remote Controls

TOP-LOADER OPTION

Adding the Top-Loader to a skid mount mixer turns it into an all-in-one 
batch plant. It can be mounted to both our skid mount mixers allowing 
easy loading of sand, gravel and cement powder.

Simply fill the bucket of your skid steer, backhoe, tractor with the 
material and unload it onto the Top-Loader’s conveyor belt. The 
conveyor shoots the material into the drum for mixing. Using the 
attached water metre you can ensure the correct amount of water is 
used for your mix. 

If a high degree of accuracy is required for your mix, you can elect to add 
on our weigh cell option. This allows you to weigh the material as you 
add it to obtain the correct mix recipe.

 

2648 Kepler Road, Elginburg, ON K0H 1M0
Tel: 613-545-1950     Toll Free: 1-877-715-2544

Email: sales@delcorequipment.com

Ideal for precast concrete, ready-mix delivery, remote 
concrete batching, custom material mixing.


